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ALUMINIUM MACHINERY

ASPIRATORE INDUSTRIALE PER TRUCIOLI
ASPIRATEURS INDUSTRIEL POUR COPEAUX
INDUSTRIAL VACUUM CLEANER
INDUSTRIESAUGER FUR SPANE

ASPI 33L
ASPI 100L
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ALUMINIUM MACHINERY
di Bisognani Sri
Via Marano, 79/85
47853 CORIANO (RN) ITALY
Tel. (0541) 657182 - Fax (0541) 657624
e-mail: info@omcmachinery.com
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www.omcmachinery.com

B B Aspiratori industriali con sistema di filtrazione
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applicabili su troncatrici o seghe circolari
per I'aspirazione di trucioli e polvere.

FORNITURA STANDARD

Elettroventilatori centrifughi ad alta portata fino a 1200 m®/h
Indicatore visivo di riempimento

Lavoro a ciclo continuo senza I’esigenza di manutenzione
Struttura completamente in acciaio

Ruote antitraccia girevoli con freno di stazionamento

Filtri in poliestere classe M

Capacita contenitore 38 0 100 litri

Sgancio rapido per apertura contenitore

Silenziatore per ridurre il livello di rumore ai sensi del regolamento
Scuoti filtro a motore pneumatico (OPT) integrato
OPZIONALE

Controllo remoto

Kit sacchi PVC per la raccolta di trucioli

Kit pulizia per la pulizia della macchina dopo il lavoro
Kit antistatico

Industrial vacuum cleaners with filtration system
approach on miter saws or circular saws
for the extraction of shavings and dust.

STANDARD SUPPLY

Centrifugal electric fans at high flow up until 1200 m3/h
Visual filling indicator

Continuous work cycle without maintenance

Structure completely made in steel

Anti-track, turning wheels with parking brake

M Class Polyester filter

Container capacity 38 or 100 Liters

Rapid release container opening

Silencer to reduce the noise level according to regulation
Pneumatic motor filter shaker integrated

OPTIONAL

Remote control

PVC bags kit for the collection of chips
Cleaning kit for cleaning the machine after work
Antistatic kit

Touch Screen

ASPI 33L

100L

Potenza Tensione Depressione max | Diametro bocchettone Dimensioni Peso Filtro
Power Voltage Water lift max. Suction inlet Dimension Weight Filter
1,5KW | 400V /50 Hz 30 mbar 100mm (ridotto a 70mm) [ 120(170)x63x60| 90/100 kg Antistatico
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