Raptor 3000 is a numerically controlled milling center (4.0 READY),
with 3 controlled axes with automatic pneumatic rotation of the 180 ° profile which allows
machining on 3 faces of the piece.
It is dedicated to the machining of bars or pieces in aluminum, PVC, light alloys in general
and steel up to 3 mm thick.

It has a retractable automatic ISO 30, 4 place tool magazine under the work plan.

The Electro-spindle with a power of 5 Hp through the 0-18.000 rpm speed variator allows
to work any material, even stainless steel up to 3 mm.
The X, Y, Z axes driven by 750V brushless motors guarantee a rapid speed of 40mt / min
and a machining precision of 0.1mm
The pneumatic rotation of the worktop from 0 ° - 90 ° - 180 ° and intermediate degrees
takes place completely automatically with a considerable saving of time and greater
precision.
The positioning of the profile is carried out by means of a right or left manual stop and
locking by means of 4 sturdy vices that are manually positioned on an optimized PC
indication.
The CAD / CAM and ISO software of the machine, depending on the length of the piece
and the work to be performed, is able to determine, in absolute safety, the positioning
height of each clamp unit. making the machine easily usable even by less experienced
operators through the use of preset or inserted macros
if necessary in DXF version.
The mobile worktop facilitates the workpiece loading / unloading operation and
considerably increases the workable section.

The new version of the control, with hanging interface, allows the operator to view the
video from any position, thanks to the possibility of rotating the monitor on the vertical axis
and verifying the 3D simulation before execution.
The operator interface has a 19 "display equipped with all USB and LAN connections
necessary to interface remotely or in remote assistance.

The simple and intuitive program can be managed either by PC or by 2 small consoles
controls located on the right and left of the machine.
It also offers a mouse and keyboard, as well as a predisposition for connecting a barcode
reader.

Total electricity consumption
Adjustable tool motor power
RPM engine tool
Standard tool size
Operating pressure
Air consumption
x axis length
y axis length
z axis length
Maximum workable profile section
optional automatic tool changer with 4
cones ISO 30
Automatic rotation
Pneumatic lubrication
Workable profiles up to 3000mm
longer
Overall dimensions
Programming
Weight

400 volt 8kW
5 Hp
0-18.000 RPM
D 6 - 8 -10 -12 mm
7 atm
10 N/l
3000 mm
500 mm
400 mm
200 x 200 mm
si
-90°-0-+90° e intermedi
si
si
4000x2000x2100 h
CAD/CAM su PC Windows 10
1350 kg

